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JA3T39320

Seat pan adjustment of 556mm allows
better support for the leg and hip area.

Mechanism

Uphoilstery

Seat Height

Seat Depth

Armrest

Swivel Base

Cantilever

INTERNATIONAL
RgnNo :

Qui2788

150 9001:2008 Certified

It simply works

JOOF38320

height for the hand to rest.

KT Synchronized filt mechanism with
4 locking position.

Backrest upholstery in woven nylon mesh.
Polyurethane foam cushion upholstered
in fabrics or leather.

Pneumatic seat height adjustment of 100 mm.

Seat forward adjustment of 55mm.

Height adjustable armrest.
Adjustment 55mm.
Armpad material in black polypropylene.

5 prong fibreglass in black finish with castors.

Cold roll pipe 22mm in epoxy powder coated
or chromed finish.
Nylon castors (KD type).

MOODY
INTERNATIONAL
RgnNo : E112788

150 14001:2004 Certified

ANSI.BIFMA M7.1 Certified

Height adjustable armrest allows easy
adjustment of the armpad to the desired

JO0138320 (KD type)

Backrest Material:

BLACK B0202D

620mm 580mm-635mm ‘

480mm-535mm

930mm-1030mm
620mm-775mm

200-255mm

e

420mm-520mm

JA3T39320

620mm

920mm
615mm-670mm
200-255mm

415mm

MALAYSIA

Bristol Technologies Sdn Bhd

Lot 5178 Balakong Jaya Light Industri,
43300 Seri Kembangan, Selangor, Malaysia.
Tel: +603 8962 3233

Fax: +603 8962 6322

Email: export@bristol.com.my

Web: www.bristol.com.my
www.facebook.com/bristolfurniture
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